
光泽度仪

 

单角度基本款

用于测量涂层或镀层的光泽度, 如油漆, 油墨,

镀镍层.

符合  ISO 2813, ASTM D 2457, ASTM D 523

标准 

标准配件

主机

底座 含校准片

5号电池

( )

 

 

1个

1个

1节

 

Main unit 

Calibration block

USB cable and software

1pc

1pc

1pc

To test the gloss of painting, printing ink, 

 surfaces of future metal, granite, ceramic, 

plastic, paper, etc.

Conforms to ISO 2813, ASTM D 2457, 

ASTM D 523

Large display screen

Rechargeable battery

160×75×90mm

350g

10×10mm 15×9mm 36×5mm

20° 60°

0 ~ 160GU 

85°

0 ~ 2000GU 

0.1GU (range<119.9GU)

±1.5GU (range<100GU)

±1.5% (range>100GU)

±0.2GU (range: 10~100GU)

±0.2% (range>100GU)

1s

SPECIFICATION

Measuring range

 

Repeatability

Resolution

Dimension

Weight

Accuracy

Incidence angle

 

Measuring speed 

Measuring area 

Power suppy

±0.1GU (range<10GU)

INCLUDED ACCESSORIES 

技术参数

投射角度

测量范围

60°

分辨率

重复性

测量速度

电源 5号电池

重量 300g

尺寸 160x52x84mm

1GU 

±1GU (0-100GU), ±1%GU (100-200GU)

0.5S

0 ~ 200GU 

测量区域面积 9x15mm

检验证书检验证书检验证书

260

手持式量仪

5号电池

GM60


